
Dun Laoghaire Harbour Moorings 

Mooring Design Detail: 

Individual moorings (guide) - west and east bight 

 Sinker weight 1 tonne  

 Lightship chain attached 37mm link diameter, approx. 4.5 metres long 

 Risers are mid link chain 16mm diameter approx. 8 metres long 

 The bridles are combination wire rope (or wire) 16mm diameter with swivel 

 Club moorings risers replaced every year 

 Private risers usually replaced every year 

  

Strings of club moorings west bight - east bight 

 Ground chain 37mm link diameter 

 Risers are 16mm diameter chain approx. 4.5 metres long 

 The bridles are combination wire rope (or wire) 16mm diameter, 4m long 

 All risers inspected and replaced as required, usually replaced every year 

 

  

Fore and aft moorings old harbour 

 Ground chains 32-40mm diameter chain 

 Risers are mid link chain 16mm diameter approx. 2 metres long 

 Bridles are 16mm wire (vary in length depending on depth)   

 All risers inspected and replaced as required, usually replaced every 2-3 years 

 

Maintenance:  

Ground Chain – Inspected annually and replaced as required, generally every 4-5 years. Worn chain 

recovered where possible and sold for scrap. 

Risers / Bridles – See various categories above.  

 


