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Application for Licence/Permit under the Foreshore Act 1933 (As
Amended) on behalf of Killorglin Rowing Club.
Method Statement for the Removal of Deposited Material

Description of Proposed Works/Activity

Killorglin Rowing Club are now experiencing difficulty and Health and Safety issues
around launching their training boats from the shipway/pontoon, in front of their
Clubhouse at Powers Quay — due to the build-up of an “island” of principally gravel and
some silt in the middle of the Rivér Laune.

Previously, in the early 1990’s the “island” of gravel was removed to promote improved
drainage upstream

In the meantime Killorglin Rowing Club have developed as a Club and have invested up
to €1.0m in their building and equipment at Powers Quay. However, the build-up of
gravel has now caused the channel in front of the boat club to get narrow and makes it
almost impossible to launch boats particularly at low tide. Previously, boats could be
launched at low tide and the still (training) water accessed 100m downstream.

It is now proposed to remove the gravel “island” and an application to for a
lease/licence/consent, to allow the gravel to be removed is currently with the Dept. of the
Environment. : i

Method Statement

The material forming the island is mainly gravel and can be recycled to create aggregate
for road building or general building. It is proposed to remove the gravel to a local quarry
for recycling. There may be some stockpiling of the gravel for a period but the stockpiles
will be located in an environmentally secure location, i.e. a quarry. Accordingly, there is
no environmental threat from the excavated material at the location it will be stored for
recycling.

The method of removal will be to use an excavator to load the material onto trailers -
drawn by tractors — and then transport the material out of the riverbed via an existing
access ramp between the Fishery public house and Laune Bridge. This work will be
undertaken at low tide over a period of 2/3 weeks. This is exactly the procedure used in
1992, when the island was last removed.

There is no fixed time for carrying out the operation — except that the operation must be
carried out at low tide.
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The siltation or muddying of the water is countered by the tidal volume, which will
disperse the discolouration. This is covered in the Appropriate Assessment document.

Supervision .
The operation of removal and stockpiling of the gravel from the river will be supervised
by Frank Coffey Consulting Engineer to Killorglin Rowing Club.
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